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DESCRIPTION: 

���� � ������������ ��� ������ ������ �������� ���������
����������� ��� ������ ������������ ��� �� ������� ��� ���� �����
���������� ��� ���� ������ � �!���
"� � #��� ��������� ���� �
��
������ ����� ���� ���
� ���$��� ������� ��� �� ���
��!�
������ ���������� ����� ���� ��������� ��� ���������%�
������&��� ������"� ����� ���������%� ���� � ������������ ���
��������������������������������� ����������
������ ���
���� ��
�� ������� � ��� ���� ������ ��� ���� ������ ���� ��� �
���� ��������������������������" �

RECOMMENDED FOR:�

• '����������������
������������%������� ������������
������������������������������
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PACKAGING/COVERAGE: 

• �������������
����������������� �������-���
./"-01�
�����2 "��

• /�#�������������
����������������������������
13���������������������" �

Features Benefits 
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TECHNICAL DATA: 
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Design Information 
���� � ���������������������
������!���������������������� ���������������������������
���
�������
���� ������ ������ ��!� �������� ����������"� #���� ������ ���� ������ �!���
� ��� 
���� ���
� �� 
����������
������������
%������������������
��������$��
����*� �!�����������"�
�

Physical Properties (Foam Seal) 

PHYSICAL PROPERTY
ASTM TEST 

METHOD
REQUIREMENTS

Tensile Strength D 3575 120 psi
Elongation D 3575 250%
Tear Resistance D 624 21.5 lbs/in
Thermal Conductivity C 177 R-4
Water Absorption D 3575 < 0.02 lbs/ft2

Weather Resistance D 1499 No Cracking
Durometer Hardness, Shore A D 2240 15 �

 
 

Movement Table 

inches mm inches mm inches mm in mm
��*/33 3"9- /: /"0- ;0 3"-3 /; /"- ;<
��*/-3 /"/; 0: /"<< 1< 3"9- /: 0"3 -/
��*033 /"-3 ;< 0"-3 =1 /"33 0- 0"3 -/
��*0-3 /"<< 1< ;"/; <3 /"0- ;0 0"3 -/
��*;33 0"0- -9 ;"9- :- /"-3 ;< 0"- =1
��*;-3 0"=; =9 1";< /// /"9- 11 0"- =1
��*133 ;"33 9= -"33 /09 0"33 -/ 0"- =1
��*-33 ;"9- :- ="0- /-: 0"-3 =1 1"3 /30
8���(�>�������&����������������%����������?'������������ "

System 
Depth

Joint Opening "A"Model 
Number

Min. Max. Total

�

WaboWeatherSeal II

Factory applied silicone

"A"

"B
"

�

Note: see product sales 
drawings for additional details 
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APPLCATION: 
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Related Documents: 
• @�������������!�A�����������

• ���� � �����������������������������

• ���� � ���������������������A����� ��

• ���� � ����������������������������+���������

Installation Summary: 
• ���������� � ��������������������
���
�
����

=<B	�.03B�2�������
���
�
����01��������������
������������%��� �������������
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• ������
����������������!%�����������������������
 ����������������������������� ��"�

• A���������������������������������
������
��
��������������������*/1B	�.*0-B�2����������
:-B	�.;-B�2"�

• ��
���������� � ����������������������������
����
����������������������������� "�

For Best Results: 
• ����������������������
������������%���!%�

���������������������%� �����%���������%������
��������������� ��
�������"�

• ��
����������������������������������"�
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���'�
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• +����������!���������������������
������������
�������������&������������������"������������
�������?��
���'�
���������������������
����������������
�����"�

• @�$��������������
���������������������������
�������������������������� �����"��+������
��������������������. ���"�������"��
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���������������
�������������������������"�
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LIMITED WARRANTY: 

Watson Bowman Acme Corp. warrants that this product conforms to its current applicable specifications.  WATSON BOWMAN ACME CORP. MAKES NO OTHER WARRANTY, EXPRESS OR IMPLIED, 
INCLUDING ANY WARRANTY OF MERCHANTABILITY OR WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE.  The sole and exclusive remedy of Purchaser for any claim concerning this product, 
including, but not limited to, claims alleging breach of warranty, negligence, strict liability or otherwise, is the replacement of product or refund of the purchase price, at the sole option of Watson Bowman Acme 
Corp.  Any claims concerning this product shall be submitted in writing within one year of the delivery date of this product to Purchaser and any claims not presented within that period are waived by Purchaser.  
IN NO EVENT SHALL WATSON BOWMAN ACME CORP. BE LIABLE FOR ANY SPECIAL, INCIDENTAL, CONSEQUENTIAL (INCLUDES LOSS OF PROFITS) OR PUNITIVE DAMAGES.  Other warranties 
may be available when the product is installed by a factory trained installer.  Contact your local Watson Bowman Acme representative for details.  The data expressed herein is true and accurate to the best of 
our knowledge at the time published; it is, however, subject to change without notice. 
� � � � � � �  
Watson Bowman Acme Corp.  95 Pineview Drive, Amherst,  NY 14228  
phone:716-691-7566 /  fax: 716-691-9239 /  web site:  ht tp: / /www.wbacorp.com 
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