





LA90

Advocate™ Lavatory System — LA-Series

Dimensions for LA-Series Advocate Lavatory Systems and Accessories
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LA90

Advocate™ Lavatory System — LA-Series

Model LA90-2F31GXXXPDEADB
(Sample Configuration)
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LA90

Advocate™ Lavatory System — LA-Series

Sample Configurations for LA90 Advocate Lavatory Systems

Module #1 Module #2 Module #3 Module #4

Model LA90-2A31XXXXXXAEDC

Module #1 Module #2 Module #3 Module #4

Model LA90-2A31XXXXXXADBE

Model LA90-2A31XXXXXXEACD Module #1 Module #2 Module #3 Module #4

A IMPORTANT: The LA90 is available in a wide variety of configurations. Reference the various drawings
for rim heights and accessory modules to create a specific model using the order codes.
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LA90

Advocate™ Lavatory System — LA-Series

Rough-Ins for LA90 Advocate Lavatory Systems
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"A" Dimension "B" Dimension
Standard Height 23%" (597mm) 37%2" (953mm)
Juvenile Height 20%2" (521mm) 342" (876mm)
Junior Height 172" (445mm) 3112" (800mm)
Rough-In Notes:

1. Mark a horizontal line 33" above the finished floor. Mark a vertical line at the top channel center notch. Loosely secure the top
channel member to the wall in two locations using the channel center top notch to locate the channel with the horizontal/vertical
fixture centerline. The channel must be horizontal to the floor and positioned with the notches on top of the channel.

2. Slide the triangular basin frame pairs behind the top channel using the top channel notches and the basin frame notches to
locate the basin frame members at the proper height (34" standard height, 31" juvenile height or 28" junior height).

3. Secure the top channel/basin frame members to the wall with suitable %" fasteners. Use appropriate backing at these locations.
Use a minimum of four fasteners per channel member. DO NOT OVERTIGHTEN.

4. Secure the bottom channel to the wall 18%" below the top channel using the center notch to locate the channel (minimum four
fasteners. To ensure proper fit-up, the top and bottom channels must be parallel to each other.

5. Secure the triangular frame members to the wall using two fasteners for each member.

6. Insert the lower tab on the hinge into the notch in the upper channel (right-hand and left-hand side of the channel). Mark and
pre-drill the hole locations in the wall through the hinge brackets. Make sure there is solid wall backing at the bracket mounting
locations. Install #10 fasteners through the hinge key holes. Remove the hinge from the wall and set aside for installation of the
Terreon cover.
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LA90

Advocate™ Lavatory System — LA-Series

Rough-Ins for LA90 Advocate Lavatory Systems with Plywood Backing
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LA90

Advocate™ Lavatory System — LA-Series

Trap Cover
O PD . High Impact Polymer, Brushed Steel

Module #1 Style and Placement
(Select Modules Left-to-Right in Desired Order)

O A Basin, Standard ADA 34" Rim Height
O B Basin, Juvenile ADA 31" Rim Height
OO Basin, Junior 28" Rim Height
O Do Accessory — Towel Dispenser
I Accessory — Waste Receptacle
O F Accessory — Storage Cabinet

Module #2 Style and Placement

(Select Modules Left-to-Right in Desired Order)
O A Basin, Standard ADA 34" Rim Height
O B Basin, Juvenile ADA 31" Rim Height
OO Basin, Junior 28" Rim Height
O Do Accessory — Towel Dispenser
O B Accessory — Waste Receptacle
O F Accessory — Storage Cabinet

Module #3 Style and Placement
(Select Modules Left-to-Right in Desired Order)

O A Basin, Standard ADA 34" Rim Height
O B Basin, Juvenile ADA 31" Rim Height
[ R Basin, Junior 28" Rim Height
O Do Accessory — Towel Dispenser
I Accessory — Waste Receptacle
O F Accessory — Storage Cabinet

Module #4 Style and Placement
(Select Modules Left-to-Right in Desired Order)

O A Basin, Standard ADA 34" Rim Height
O B Basin, Juvenile ADA 31" Rim Height
O G Basin, Junior 28" Rim Height
O Do Accessory — Towel Dispenser
I Accessory — Waste Receptacle
O Fo Accessory — Storage Cabinet
O 0. .No Module (3-basin configuration only)

Model
O LA90 Advocate Lavatory System — LA-Series
Standard Selections (vust select one from each category)
Activation
O 20 .. .Faucet Spout with Adaptive Infrared Control
O 2B ... Faucet Spout with Battery Infrared Control
O 2F Faucet Spout with ndite Infrared Control
Valve
O 2 Tempered Ling
O 3 Vernatherm Thermostatic Mixing Valve
O 0 No Valve
Soap Dispenser
O 1 . Mechanical Liquid Soap Dispenser
......................................................... No Soap Dispenser
........................................................... Chrome (Single)
Polypropylene (Single)
Color of Terreon Bowl/Dryer Housing/Cover (select one):
Standard Colors
O EGRAY................... Empire Gray O GRAPH.................... Graphite
OO BONE ..................... Mesa Bone 0 LANNON................ Lannonstone
O PEP-WHT.............. Peppered White O COBBLE................ Cobblestone
O SAND ...................... Sandtrap 0 WHTSAND .............. White Sand
O DS-WHT.............. Designer White O FIESTA...................... Fiesta
O CHAR .................. Charcoal Gray 0 LONDONGRAY.......... London Gray
O JADE........................... Jade O O-TAUPE ............. Organic Taupe
Element Colors
[0 SS-GRAY.............. Soapstone Gray O CATAN................. Canyon Tan
Designer Colors *
O ARC-CHIP ................. Arctic Chip 0 COFFEE ................ Coffee Bean
O S-SAGE................. Summer Sage O CORN.................... Cornfield
O RIVER..................... Riverstone O BLUESKY.................. Blue Sky
O MYSTIC-M............... Mystic Moss O HILLSIDE.................. Hill Side
O STARD...................... Stardust 0 MOUNTAIN............. Mountain Top
TerreonRE Colors*
O BIRCH-BARK .............. Birch Bark 0 MOONDUST.............. Moondust
O DUSK...............ooovoit Dusk O OAT..............ocoi Oat
O FERN .......................... Fern [0 OCEAN-MIST ............ Ocean Mist
O MAIZE......................... Maize O OLIVE........................ Qlive
Cabinet Enclosure
[ D Stainless Steel, Satin
O 2 Stainless Steel, Textured SWL

* Designer and TerreonRE colors available at an additional charge (non-cancelable, non-returnable).
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