Commercial Insulated Sectional Door Specifications 

Haas Door Company 

Wauseon, OH 43567 

CMT-632, CMT-616 & CMT-612, 1-3/8" THICK DOORS 

Part 1 – GENERAL 

1.01 – Section Includes 

A. Type:  Sectional doors are to be CMT-632, CMT-616 or CMT-612 as manufactured by Haas Door Company. 

B. Operation:  To be manual push-up counterbalanced, chain hoist, or electric operation (supplied by others). 

C. Mounting:  To be interior face mounted on a prepared surface. 

1.02 – Related Work 

A.  Opening preparation miscellaneous or structural steel, access panels, and finish or field painting are in the scope of work of other sections or trades. 

Part 2 – PRODUCT 

2.01 – Materials and Construction 

A. Sections:  Shall be 1-3/8" thick.  Foam is pressure-injected into each section of the door to provide a unitized structure for maximum strength and "R" value.  CMT-632, CMT-616 and CMT-610 interior and exterior faces are roll formed from commercial quality hot-dipped galvanized steel.  Sections shall be finished as follows:  CMT-632 shall have a 20-gauge flush smooth surface on the exterior face and a 26-gauge, wood grained embossed texture with V-grooves every 3" on the interior face.  CMT-616 and CMT-612 shall have a 26-gauge, wood grained texture with small horizontal V-grooves every 3" on the exterior and interior faces.

B. Insulation:  Sections shall contain a pressure-injected core of CFC-free polyurethane foam insulation to provide bonding to the interior surfaces of the interior and exterior face sheets (skins). To ensure maximum energy efficiency and strength, the foam is pressure-injected into each section of the door to provide a unitized structure for maximum strength and "R" value. 

C. End Stiles:  CMT-632 and CMT-616 shall be 16-gauge hot-dipped galvanized steel.

D. Intermediate Reinforcing:  Shall be full vertical 18-gauge steel back-up plates, inserted prior to foaming, to provide reinforcing for attachment or various hardware, and pre-drilled for proper positioning. 

E. Bottom Section:  Shall have a full-length vinyl U-shaped flexible astragal weather-strip. 

F. Thermal Break:  All sections shall have an integral rigid PVC top, bottom and end caps to provide a full perimeter thermal break between the interior and exterior faces. 

G. Header Seal:  CMT-632 and CMT-616 shall be a vinyl top header seal, factory installed on the top section. 

H. Finish Coat:  CMT-632, CMT-616 and CMT-612 interior and exterior faces shall be rust proofed using hot-dipped galvanizing and pre-painted inside and out using a base coat of urethane primer.  CMT-632 faces shall be pre-painted with a polyester top coat of white or brown on the exterior face and white only on the interior face.  CMT-616 and CMT-612 faces shall be pre-painted with a polyester top coat of white, almond, bronze, brown, gray, hunter green or sandstone on the exterior face and white only on the interior face.

I. Windload Rating: Doors are built to meet or exceed standards established by ANSI/DASMA 102-2003. 
2.02 – Counterbalance Systems 

A. Spring Counterbalance:  Shall be factory calibrated springs to match site specifications. Shall be helical torsion-type made from oil-tempered wire to provide a minimum of 10,000 cycles. 

B. Spring Options:  25,000; 50,000 and 100,000 cycles.

C. Assembly:  Shall be contained on a continuous steel shaft, retained in ball bearing brackets, with high-strength galvanized aircraft cable with a minimum of 7 to 1 safety factor. 

2.03 – Track
A. Vertical Track:  Shall be a minimum of 16-gauge galvanized steel tapered and mounted to provide wedge-type-sealing action (2" track or 3" track depending on door size). 

B. Horizontal Track:  Shall be a minimum of 16-gauge galvanized steel reinforced with a minimum of 13-gauge galvanized angles, as required (2" track or 3" track depending on door size). 

2.04 – Hardware 

A. Hinges:  Shall be manufactured of hot-dipped galvanized steel, 14-gauge minimum. 

B. Rollers:  Shall be full floating ball bearing case hardened steel races, mounted to fit the slope of the track (2" or 3" to suit the track). 

2.05 – Locking 

A. Slide Bar Lock:  Shall be an inside spring-loaded lock, mounted on the end stile and shall engage a slot in the vertical track. 

Part 3 – EXECUTION 

3.01 – Installation 

A. Installation:  Shall be by a Haas Door Company authorized representative and shall comply with all relevant Haas Door Company standards and instructions. 

Part 4 – WARRANTY
4.01 – Five Year Limited Warranty 

A.  Haas Door Company warrants each door and all component parts to be free from defects in material and workmanship for a period of one (1) year from the date of delivery to the original purchaser. 

B.  Haas Door Company warrants each door to be free from delamination of the polyurethane foam core and its exterior steel skins for five (5) years from the date of installation. 
OPTIONAL FEATURES: 

· DOUBLE STEEL END STILES 

· EXHAUST PORTS 

· ADDITIONAL U-BARS 

· THERMAL INSULATED LITES 

· CAM SAFETY DEVICE 

· SPRING BUMPERS 

· CHAIN HOIST 

· LOW HEADROOM, HIGH-LIFT AND VERTICAL LIFT TRACK 
· WINDLOAD RATED DOORS

· HIGH CYCLE ROLLERS AND BEARINGS
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